

















For each project we have one target:
to offer a solution with real value.

Our Technical Knowledge IS YOUR STRENGTH!

* Simple customizations such as color and laser marking
e Modi “%ations of existing products

¢ New designsfor the ideal solution

For more information, please visit our web site www.megaradar.com.tr
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CUSTOMIZED SOLUTIONS

TECHNICAL SPECS - ORDER NO SIZE (mm)
h

7.62 mm Production Code: DBK- 2 NO:2 2 PIN 7.62 mm

5.08 mm Production Code: DBK- | GOOSENECK 294701930124 1150
TERMINAL BLOCK

E!ectrical Data NO:15.08mm

Pin range: 5,08mm GOOSENECK 29.240 15,44 20,32 9,61

Material Group: llla

Pollution degree: 2 TERMINAL BLOCK - LEFT

Rated voltage: 250V NO:15.08mm
Rated impulse voltage: 4kV GOOSENECK 29.241 1544 20,32 9,61
Rated current: 16 A TERMINAL BLOCK - RIGHT

Material Data

Insulation material: Polyamide (PA6)

Flammability class per UL94: VO X

Pin material: Brass Color Options

Pin plating: Silver Blue, green, orange, red, grey, black
Stock colors: Grey (RAL 7035)

Mechanical Data Please contact for other colors.

Pin dimensions: 0,8xImm N A .
Drilled hole diameter with tolerance:
1.3 mm

Environmental Requirements

Operating temperature range:
-40 ... +100°C/ -40...+ 212 °F
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Production Code: MRSPF/500

MRSP-500 MALE 99.020 @30
Electrical Data
Rated voltage: 250V
Rated current: 25 A
MRSP-500 FEMALE 99.030 @30
Material Data
Insulation material: Polyamide (PA6)
Flammability class per UL94: VO Color Options
Pin & contact material: Brass Black
Pin & contact plating: Silver -—
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CUSTOMIZED SOLUTIONS

HIGH TEMPERATURE ~ TECHNICAL SPECS PRODUCT R G INFORMATION
REglRSJﬁJ\XIL"gEggi Production Code: MGSE
Electrical Data MGSE-015 MALE 99.040 @
Rated voltage: 250V
Rated current: 16A
Material Data MGSE-015 FEMALE 99.050 @
Insulation material: ULTEM 1010
Flammability class per UL94: VO
Pin & contact material: Brass
Pin & contact plating: Silver
Available Pin Range MGSE-016 MALE 99.060 @)
7pins
MGSE-016 FEMALE 99.070 @
TECHNICAL SPECS PRODUCT ORDER NO ' SIZEX(mm) _
LIFT SIGNAL BOX Production Code: 011-ASK
Material Data LIFT SIGNAL BOX 99.080 72,2 41,6 19,90
Insulation material: Lexan lux
polycarbonate
DISTANCE
ADJUSTMENT 99.090 80,6 82,3 43,75
PIECE

TECHNICAL SPECS _ SizEmm

Production Code: 017-ASYK

LIFTSIGNALBOX

LIFT
Material Data SIGNAL BOX 017-ASYK-G 23,59 274,5 35,88
Insulation material: Polycarbonate
Flammability class per UL94: VO

COVER 017-ASYK-K 16,4 274,58 29,37
TECHNICAL SPECS ORDER NO SIZE (mm)

ELEVATOR CONNECTION PRODUCT oy —— T

Material Data CONNECTION 99.100 85,1 20,9 20,8

Insulation material: Polyamide (PA6) DISTRIBUTOR BOX

— Flammability class per UL94: V2
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Elektrik Elektronik insaat San. Tic. A.S.

Parseller Mah. Kuyu Sok. No:30 34773 Umraniye/istanbul
P: +90 216 632 90 04 - 634 12 06 M: megaradar@megaradar.com.tr
www.megaradar.com.tr

C(:) Connects
With Life



